LTI’ s New 1.5 KVA - LT 500 Series

True, Double-Conversion, On-Line UPS

In today’s world where power requirements are increasing, the quality of utility power and
reliability are decreasing. Normal everyday routines are constantly exposed to power problems
such as Surges, Brownouts and Power Outages. Any of these problems can spell disaster for the
unprepared. Down time resulting in loss of data and equipment damage from power problems
costs industries as well as the private sector millions of dollars over the course of a year.

One way to protect sensitive equipment from Surges,
Brownouts and Power Outages is LTI's new LT500 Series ‘

of true On-line UPS'’s.

Designed for optimizing power quality with ease of
installation, the LT Series features:

e Double Conversion.

e Continuously Operating Battery Charger
and Inverter.

e Constant Battery Connection to the
Inverter and load.

e One Internal Battery Pack Included.

e Guaranteed full power operation for 7 Min
or 18 Min at half load during power failure.

e Zero Transfer Time.

e Light Weight.

e Hot-Swappable Battery.

e User-Friendly Graphics LCD.

e Flexible Mounting Orientation with
Rotatable LCD Design.

APPLICATIONS INCLUDE:

Computers Network Servers Workstations
Wireless Communications
Other Electronic Peripherals



LTI’s New LT Series 1.5 KVA

SPECIFICATIONS

MODEL LT500, Spec 9135-1500

Topology

True On-Line, Double Conversion UPS

On Battery Output Waveform

True Sine Wave

Number of Phases

Single Phase, 2 Wire plus Ground

INPUT

Maximum Capacity (VA / Watts)

1500VA at .8 PF / 1050 Watts

Normal Input Voltage

120 VAC

Input Voltage Regulation

80 to 138 VAC

Normal Input Frequency

50/60 Hz +/-5 Hz

Input - Power Factor Correction

> 0.98 @ Full Load

Input - Short Circuit Protection

Circuit Breaker

OUTPUT

Normal Output Voltage

100/110/115/120 VAC

Output Voltage Regulation

Rated Voltage +/- 2%

Output - Total Harmonic Distortion

< 3% @ Linear Load

High Efficiency Mode (AC to AC) > 86%
Crest Factor 3:1
Start on Battery Yes

Output Frequency

50/60 Hz (Auto tracking)

Overload Capability

50 Sec@ 108%, 15 Sec@ 120-130%, 9 Sec@ 140-145% load

BATTERY

User Replaceable Battery

1 X 48 VDC Battery Pack

Typical Backup Time (Full / Half) load

7 Minutes (full load) / 18 Minutes (half load)

Battery Type

Sealed Valve Regulated 48V (4 -12V, 7AH); Hot Swappable

Recharge time to 90%

8 Hrs.

Extended Battery Cabinet (same size as UPS)

Extended Battery Module C/O: (Two, 48 VDC Battery Packs)

ADVANCED WARNING DIAGNOSTICS

Front Panel Indication

Menu driven LCD monitoring & control for all functions

Audible Alarms

DC Mode, Low Battery, Voltage / Frequency Error, Charger
Fail, High Temp, Over Load, Fault, PFC Overload.

COMMUNICATION INTERFACE

Communication port

RS232 Port (Standard); DB9, AS400, USB Cards (Optional)

SNMP Manageable

Yes

ENVIRONMENTAL

Operation Temperature

0-40° C (32-104° F)

Storage Temperature

15 to +50° C (5-122° F)

Relative Humidity

0 to 95% Non-condensing

Audible Noise (from the surface of the unit)

<45 dBA @ 1 Meter

MECHANICAL

Dimensions - Rack mount (W’ x H” x D”)

3.5"x16.8" x 19.7”

Dimensions - Tower (W’ x H” x D”)

16.8" x 3.5" x 19.7”

Weight (UPS / Battery Packs)

26.5 Ibs UPS and 24.7 Ibs Battery Pack

Total Weight 51.2 Ibs Total
CONFORMANCE
EMI / RFI FCC Class A
Safety Certifications UL

Optional Communication

Interfaces Slot

= UEFuse

O/P Fuse  Battery Connector

o

Main Inlet

Phone: (440) 327-5050
Fax: (440) 458-8140
Web: www.ltipowersystems.com

\/

F§§2ﬁ3’é/ Outlets
LTI Power Systems

10800 Middle Ave., Bldg B

Elyria, OH 44035



http://www.ltipowersystems.com/
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